Installing the ST251 and WDXT-GEN Controller 


Mount the drive and controller into the XT as required. The 40 
pin cable plugs into J1 and the 20 pin cable plugs into J2 on the 
controller. The stripe on both cables should be oriented towards 
the fron of the computer. 


The drive has already been physically formatted as a 32M drive C 
and 10M drive D by the controller. Follow the instructions below 
to partition and format the drive: 


1) Boot the system with a DOS diskette. 

2) Type FDISK at the DOS prompt. 

3) Type: 1. Create DOS Partition. 

4) Type: 1. Create Primary DOS Partition. 

5) Type Yes to allocate the partition. The system will 
now have to be re-booted from the DOS diskette. 

6) Type FDISK at the DOS prompt. 

7) ‘Type: 5. Select Next Fixed Disk Drive. 

8) Type: 1. Create DOS Partition. 

9) Type: 1. Create Primary DOS Partition. 

10) Type Yes to allocate the partition. The system will 
now have to be re-booted from the DOS diskette. 

11) Type FORMAT C:/S/V at the DOS prompt to format drive C and 
make it bootable. 

12) Type FORMAT D:/V at the DOS prompt to format drive D. 


**NOTE** Do not mix up the controllers. The Adaptec 2072 
controller MUST be used with the Miniscribe 8438 drive. The 
WDXT-GEN controller muUsT pe used with the Seagate ST251 drive. 


